an introduction to

BlueLab™

October 2005
Introduction

This document provides a brief introduction to the BlueLab™ SDK (Software Development Kit).

It describes the SDK and highlights the benefits of developing Bluetooth applications using the Integrated Development Environment (xIDE) and the reference application source code provided as part of BlueLab.

1.1 General

BlueLab provides a fully integrated development environment in which software engineers can write, compile and debug code to run in the embedded environment provided by CSR’s BlueCore™ chips.

Code is written in either:

- **ANSI C**: to run on the Virtual Machine provided by CSR’s BlueCore chips.

  or

- **Assembler code**: to run on the on-chip Digital Signal Processor (DSP) of multi-media versions of BlueCore.

The application code produced by developers runs on the virtual machine (VM) provided by the firmware. The VM enables the firmware to be used as a pre-qualified component.

xIDE automatically combines developer’s application code with firmware supplied in BlueLab during the build process.

The reference application and example code supplied, provides developers with a valuable resource. This source code can be incorporated directly into the developer’s own code or can be used as a guide to the correct use of library functions and code structure to implement particular functionality.

1.2 Purpose

BlueLab gives programmers the flexibility to develop applications to meet individual requirements, with the option of using reference and example source code to simplify the process.

The various tools, libraries, header files, example and reference application code that make up BlueLab, provide developers with the opportunity to reduce the development overhead and time to market for new Bluetooth enabled products.

Finally, BlueLab greatly reduces the development effort required to produce working Bluetooth applications that correctly implement the required Bluetooth Profile(s).
2 Overview of BlueLab

This chapter briefly describes the main components of BlueLab.

These are:

- xIDE, an Integrated Development Environment
- BlueCore Firmware
  
  **Note:** While applications may be developed with the version of BlueCore firmware supplied with BlueLab, the final product must be built with the corresponding fully qualified firmware from CSR.

- Reference and example applications e.g. headset, ftp server and client applications etc
- Library and header files
- Support documentation

BlueLab must be used in conjunction with a BlueCore hardware development platform. Various hardware development platforms are available from CSR e.g. Casira or the Multimedia Development Board, the type of application being developed will dictate the platform required.

  **Note:** Additional hardware may also be required depending on the application being developed.

2.1 xIDE

xIDE is the BlueLab Integrated Development Environment application that runs on Windows 2000 or XP platforms.

xIDE provides a familiar environment and set of utilities for programmers to develop Bluetooth applications:

xIDE is described in more detail in the BlueLab xIDE user guide (CSR reference blab-ug-002Pa).
2.2 BlueLab Firmware

In order to allow developers the opportunity to start developing applications that take full advantage of the latest features supported by BlueCore chips, each release of BlueLab ships with development BlueCore firmware.

**Note:** The firmware (shipped as binary code) is automatically combined with the application code when executing the Run facility in xIDE.

Shipping with development firmware gives engineers access to the latest features supported by the BlueCore chip.

However, as a result, the firmware supplied with BlueLab releases has generally not been finally qualified to the Bluetooth standard.

It is therefore essential that the final product is built with the corresponding labelled firmware ie the fully qualified version from CSR.

**Note:** Functionality is dependent on the firmware/hardware combination.

xIDE automatically detects the hardware variant and uses the compatible firmware build when compiling the application code.

2.3 Reference Applications and Example Code

BlueLab provides reference application and example code that can be readily used and adapted by developers.

The provision of this code is a major benefit of BlueLab as it enables developers to quickly implement and customise applications, even if they are not used to working with Bluetooth technologies.

It allows the development effort to concentrate on providing the Man Machine Interface (MMI), features and functionality that will distinguish the final product, without the need to construct the underlying profiles.

Access to this code also helps software engineers gain an understanding of how the library functions are used to provide underlying profiles.

**Note:** The number of reference applications and examples provided is constantly being updated and added to as part of BlueLab’s regular release program.

Guidance on the use of Reference applications and examples is provided in readme files within the subfolders in the apps folder:

C:\BlueLab\apps\... where C:\BlueLab is the install directory.

2.4 Libraries

BlueLab is shipped with a set of libraries including a subset of the Standard C library. The functions included are restricted to those applicable to the embedded BlueCore environment.

**Note:** The source code for these standard C libraries is not supplied.

The libraries provide access to a comprehensive range of functions that are commonly used when developing applications.

In many circumstances, it is unnecessary to alter the code called by these functions. However, wherever possible, BlueLab makes the source code available so that developers can understand how they work, and can fine-tune the code if they wish.

In practice, the libraries are intended to be flexible and powerful enough to support almost all applications without modification whether developing a product based on a reference application or from scratch.

Further information on BlueLab libraries and their use is available in the separate publication ‘a guide to the BlueLab Libraries’ (CSR reference blab-ug-003Pa) and the Reference Guide provided as part of the xIDE on-line support documentation.
2.5  Documentation

BlueLab is supported by a series of standalone manuals including this one.

Currently the documents available are:

- an introduction to BlueLab (CSR reference blab-ug-001P ie this document).
- BlueLab xIDE user guide (CSR reference blab-ug-002P).
- a guide to BlueLab libraries (CSR reference blab-ug-003P).

These documents are further supported by:

- The xIDE on-line help documentation.
- The internally documented library header files.
- The clearly commented source code provided.
- The Release Notes accompanying each new version release.

The documentation supporting BlueLab is constantly being updated and expanded as part of an ongoing commitment to provide software engineers with the information necessary to simplify application development using BlueLab.

CSR welcomes constructive suggestions on how the documentation supporting BlueLab can be improved.
3 Technical Support

Further information on all CSR products can be found on the technical support website (http://www.csrsupport.com).

Developers are also recommended to view the public newsgroups hosted by CSR on the Internet news (NNTP) server news.csr.com. The newsgroups are a convenient forum for the Bluetooth community to exchange knowledge and are a valuable source of information.

Set up instructions for Outlook Express and Mozilla Thunderbird users is given in sections 3.1 and 3.2.

3.1 To Set Up Outlook Express to Access news.csr.com (PC)

1. Select Tools / Accounts from the Outlook Express menu bar.

   The Internet Accounts window appears:

   ![Internet Accounts window](image)

2. Click on the News tab:

   ![Internet Accounts window](image)
3. Click Add and select News…:

The Internet Connection Wizard appears:

4. Enter your preferred screen name, then click Next.
5. Enter your email address, then click Next.
6. Enter news.csr.com in the News (NTTP) server field, then click Next.
   
   Note: Do not check the My news server requires me to log on option, as no log on is required to access the newsgroup.

7. Click Finish.
8. Click Close to exit the Internet Accounts window.

You will be prompted to add newsgroups from the news account:
9. Click Yes.

The Newgroup Subscriptions window appears:

10. Select the newsgroups that are of interest to you and click Subscribe.

   Note: CSR recommend that all newsgroup users subscribe to csr.public.announce as this group is used to
   make announcements that may be of interest to all users, e.g. to inform when new groups are added or
   issues relating to the newsgroups as a whole.

11. Click OK to close the Newgroup Subscriptions window.

Configuration of the newsgroup is now complete. Please visit http://www.csr.com/media/news_faq.txt and read
the FAQs before posting. The FAQs include important information about using the newsgroups that will improve
the likelihood of receiving the help you are seeking.
3.1.1 Accessing All Messages

In Outlook Express the default configuration during install sets the application to restrict the display of previous postings to the last 4 or 5 days, to see all the questions that have already been answered it is better not to have any restriction applied.

To display all the messages in a newsgroup:

1. Open Outlook Express.
2. Select Options from the Outlook Express Tools menu and click on the Maintenance tab.

The Maintenance dialogue is displayed:

3. Uncheck the Delete news messages tick box.
4. Click Clean Up Now.

   **Note:** Be warned this will mark all messages as unread.

5. Click OK.

For newsgroups containing large numbers of postings Outlook Express may also restrict the number of message headers that it downloads to 300. To get the older messages the next 300 messages can be downloaded:

6. Select the newsgroup you want to get messages from.
7. Select Get Next 300 Headers from the Outlook Express Tools menu.
8. The process can be repeated until all the messages have been downloaded.
3.2 To Set Up Mozilla Thunderbird to Access news.csr.com (PC)

1. Select **Account settings** in the **Tools** Menu.

   The Account Settings window appears:

   ![Account Settings Window]

2. Click **Add Account**.

   The Account wizard appears:

   ![Account Wizard Window]
3. Select the Newsgroup account option and click **Next**.

   The Identity window appears:

   ![Identity Window]

4. Enter your preferred name for the newsgroup and email address in the appropriate fields.
5. Click **Next**.

   The Server Information window appears:

   ![Server Information Window]
6. Enter **news.csr.com** in the Newsgroup Server field and click **Next**.

The Account Name window appears:

![Account Name Window](image)

7. Enter a name for the newsgroup account and click **Next**.
8. Click **Finish** to save the settings and exit the wizard.
9. Click **OK** to close the Account Settings window.

The newsgroup is now configured and will appear in the Folders pane of the Mozilla Thunderbird main window:
To subscribe to newsgroups in the CSR news account:

10. If the CSR account is not the selected folder click on the icon for the CSR news account in the Folders pane.
11. Click on Manage newsgroup subscriptions.

The Subscribe window appears:

12. Click on the + sign to expand the group:

13. Select the newsgroups that are of interest to you and click Subscribe.
14. Click OK to exit the Subscribe window.

Configuration of the newsgroup is now complete. Please visit http://www.csr.com/media/news_faq.txt and read the FAQs before posting. The FAQs include important information about using the newsgroups and that will improve the likelihood of receiving the help you are seeking.
## Terms and Definitions

<table>
<thead>
<tr>
<th>Term</th>
<th>Definition</th>
</tr>
</thead>
<tbody>
<tr>
<td>BlueCore™</td>
<td>Group term for CSR's range of Bluetooth wireless technology chips</td>
</tr>
<tr>
<td>Bluetooth®</td>
<td>Set of technologies providing audio and data transfer over short-range radio connections</td>
</tr>
<tr>
<td>Bluetooth SIG</td>
<td>Bluetooth Special Interest Group</td>
</tr>
<tr>
<td>Casira</td>
<td>CSR Bluetooth development hardware</td>
</tr>
<tr>
<td>CSR</td>
<td>Cambridge Silicon Radio</td>
</tr>
<tr>
<td>DSP</td>
<td>Digital Signal Processor: a microprocessor dedicated to real-time signal processing.</td>
</tr>
<tr>
<td>MMI</td>
<td>Man Machine Interface</td>
</tr>
<tr>
<td>SDK</td>
<td>Software Development Kit</td>
</tr>
<tr>
<td>xIDE</td>
<td>BlueLab's Integrated Development Environment</td>
</tr>
</tbody>
</table>
an introduction to BlueLab

User Guide

blab-ug-001Pb

October 2005

Unless otherwise stated, words and logos marked with ™ or ® are trademarks registered or owned by Cambridge Silicon Radio Limited or its affiliates. Bluetooth® and the Bluetooth logos are trademarks owned by Bluetooth SIG, Inc. and licensed to CSR. Other products, services and names used in this document may have been trademarked by their respective owners.

The publication of this information does not imply that any license is granted under any patent or other rights owned by Cambridge Silicon Radio Limited.

CSR reserves the right to make technical changes to its products as part of its development programme.

While every care has been taken to ensure the accuracy of the contents of this document, CSR cannot accept responsibility for any errors.

CSR’s products are not authorised for use in life-support or safety-critical applications.